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Instructions for Use

1.	� If using an Automated Dosing System at the sink —  
First Time Use with new product

	 a.	� It is important that the product feed line is flushed with water before 
use in order to ensure the previous product is removed entirely.

	 b.	� Prime the line with QuadX to ensure that there is no/minimal air  
in the line.

	 c.	� Ensure the dosing is set to the indicated amount of  
0.25-0.51 oz./gal. (2.0-4.0 ml/l).

2.	� If using a DEMA Proportioning Valve at the sink —  
First Time Use with new product

	 a.	 Flush with water to ensure the previous product is removed entirely.
	 b.	 The metering tip may need to be replaced.
	 c.	 Acceptable colors are:

3.	 If using a Hand Pump at the sink
	 a.	 Each full pump equates to 1 oz./30 ml.
	 b.	 For every 2-4 gallons of water, you should use 1 full pump.
	 c.	� If specific sink volumes are unknown, the water line on the sink 

should be measured in order to determine proper dosing per gallon.

length x width x depth (in inches) = gallons
											           231

4.	Key Points
a.	 The indicated usage temperature is 77-113°F (25-45°C). 
b.	 Ensure hospital policy is being followed.
c.	 Soak items for a minimum of 2 minutes. Cleaning times may be longer 	
	 with a heavier soil load.
d.	 Rinse and flush items thoroughly after cleaning.
e.	 Per AAMI guidelines, dispose of the sink solution when it is visibly soiled.

Injection rate for doses

Color Dose Ratio
Tan 0.20 oz./gal. 512-1
Orange 0.35 oz./gal. 366-1
Turquoise 0.50 oz./gal. 256-1

Caution
•	 Do not mix with other chemicals.

•	� Wear correct PPE and follow applicable guidelines.  
Additional information on SDS.

•	 Check material compatibility before use.

•	 For professional use only.

•	 Consult the manufacturer’s recommended instructions 
	 to determine additional processing steps necessary.
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